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H-type mill chains

Chain
 code

Pitch
(inch)

Allowable
chain pull
(pounds)

Ultimate 
strength 

(inch)
(pounds)

d1
inch

B
inch

A
inch

D
inch

b1
inch

h  
inch

Attachments
available

H62 1,654 1030 7000 0,313 1,28 1,11 0,81 0,88 0,75

H60 2,307 1170 7000 0,313 1,48 1,28 0,75 0,75 0,75 K1

H75 2,609 1170 7000 0,313 1,50 1,38 0,72 1,00 0,75 K1

H74 2,609 1580 10000 0,375 1,56 1,44 0,88 1,00 1,00 K1

H78 2,609 2380 16000 0,500 1,87 1,63 0,88 1,06 1,13 K1, (K2)

H79 2,609 2380 18000 0,500 2,87 1,63 0,88 1,06 1,13 K1

H82 3,075 3080 20000 0,563 2,06 1,91 1,19 1,25 1,25 K2

H124 4,000 5000 30000 0,750 2,67 2,36 1,44 1,63 1,56 K2

H131* 4,000 3840 23000 4,00 0,625 3,44 1,25 1,63 2,25

(*)  only available in riveted construction

K1-attachments

Chain
Code

A 
inch

C 
height

D 
inch

E 
inch

F 
inch

G 
inch

H60 3 ¾ 5/16 1 1/8 4

H74 2” 7/8 1 ¼ 11/16 5/16 3 7/8 -

H75 2” 13/16  5/8 5/16 1” 7/16 3 13/16 -

H78 4 13/16 3/8 1”  3/8 5 -

H82 4” 3/16 15/16 3/8 1” ¾ 5”5/16 -

K2-attachments

H87 4 13/16 3/8 2” 1/8 5 1” 1/8

H82 4” ½ 7/8 3/8 2” 3/16 5” ½ 1” 5/16

H124 5” ¼ 1” 3/16 3/8 2” 7/8 6” 3/8 1” 15/16

K1 

K2

H-type Mill chain - British standard
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