
525 525

- 525H 15.875 10.14 7.94 5.08 20.80 22.20 15.09 2.42 1.00

530 530

- 530H

630 630 19.050 11.91 9.50 5.94 22.7 24.50 18.00 2.40 35.30/7936 38.8 -

19.40 15.09 2.03 29.7 0.9315.875 5.08

22.10

20.70

20.80

22.20

15.09

15.09

2.40

2.03

26.50/5957

32.80/7374

26.50/5957

33.5

29.7

1.15

1.06

15.875

15.875

10.14

10.14

10.14

7.94

9.40

9.40

5.08

5.08

23.60

520 520

520H 520H 15.875 10.14 6.35 5.08 19.00 21.20 15.09 2.40 28.00/6295 30 0.96

17.50 15.09 2.03 29.7 0.8915.875 5.08 19.00 26.50/595710.14 6.35

P P

h2
b1

t

L

d1 d2

T

Lc

420 420

420H

428 428

428MH 428H

- 428HG

14.70 12.00 1.50 17.6 0.5512.700 3.96 16.10 16.00/35977.77 6.35

16.00 12.00 1.80 18.6 0.6912.700 3.96 17.60 17.00/38227.77 6.35

16.70

17.90

18.80

11.80

11.80

11.80

1.60

1.80

2.03

19.6

20.7

23.4

0.70

0.74

0.79

12.700

12.700

12.700 18.20

19.00

19.90

17.80/4002

19.50/4384

20.60/4631

8.51

8.51

8.51

7.85

7.85

7.75

4.45

4.45

4.45

ISO ref.
Pitch Roller

diameter
Width

between
inner plates

Pin
diameter Pin length

Inner
plate
depth

Plate
thickness

Ultimate
tensile strength

Average
tensile

strength
Weight

per meter

P d1
max

b1
min

d2
max

L
max

Lc
max

h2
max

t/T
max q

mm mm mm mm mm mm mm mm kN/LB kN kg/m

chain no. chain no.

Inner Outer

mm mm

1.60

1.50
1.60

16.70

13.00
15.50

0.71

0.50
0.55

12.700

12.700
12.700

428P

415P
420P

4.45

3.96
3.96

7.75

4.76
6.40

8.51

7.76
7.77

2.40
2.40

22.10
19.10

1.15
0.96

15.875
15.875

Bush

Type

Solid

Solid
Solid

Solid
Solid

530P
520P

5.08
5.08

9.53
6.35

10.14
10.14

17.8

15.6
16.0

28.0
28.0

1.60

1.50
1.60

2.40
2.40

■ Standard and Reinforced are economic motorcycle chain lines, designed for non-professional
motorcycles with medium and low capacity (up to 250cc and mopeds). With curled bushing.
Outer plate colors available: steel, black, blue, yellow.

Professional Type

■ Professional chains are designed for specific demanding applications such as motocross, trial, etc. They are
suitable for almost all types of applications up to 250cc.
With solid bushing.  Outer plate colors available: golden, silver.

Motorcycle Transmission Chain

chain no.

Pitch

P

mm

Width
between

inner plates

b1
min

mm

Pin
diameter

d2
max

mm

Pin length

L
max

mm

Roller
diameter

d1
max

mm

Plate
thickness

Ultimate
tensile
strength

kN

Weight
per meter

q

kg/m

28.00/6295 30

Q
min. Q 0

Q
min.
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